MISER

PERSONAL TELEPHONE LINE SECURE LINK SYSTEM
World’s First Intelligent Telephone Line Secure Link System


	


	
	(   Intelligent Microprocessor Control

(   Standalone single enclosure

(   Protects all audio links for maximum privacy

(   User programmable access codes

(   Multiple unique encryption algorithms used when securing link

(   Multiple link encryption for conference calling

(   Optional Battery power for maximum 

     portability

(   Dual LED and Audio Tone status indicators

(   Self contained power-up diagnostics

(   Easy to install and maintain

(    Low cost, high performance

(   One year full warranty

(   Product made in USA

	
	
	

	General
MISER is a Standalone Telephone Line Secure Link System that was designed in order to provide an affordable alternative to perform telephone line  encryption for securing a communication link.

MISER is easy to set-up and install. Dual  LEDS and Audio tone were implemented  in order to provide maximum monitoring of the system. The user interface is provided by the telephone or communication device in use.

MISER provides user programmable access codes in order to provide maximum security from unit tampering.

An optional battery pack is available to provide maximum portability when required. MISER is not dedicated to any specific telephone or communication device.

All functions such as enabling line securing, diagnostics, monitor functions, etc., may be accessed via the user telephone keypad interface.

Link Security

MISER utilizes multiple unique encryption algorithms to secure voice communication links and provide maximum security. MISER can detect if a link has been tapped and will inform user immediately to prevent security breach. If a link security is breached, MISER will prevent further activity on the link until breach is removed.
	
	A minimum of two (2) MISER units are required to secure a communication link.

MISER can secure multiple links for conference calling. A maximum of ten (10) links may be secured simultaneously.

To invoke and secure a link, the user is only required to enter the programmed access code via the telephone or communication device keypad. Within four seconds the unit will inform the user whether the line was successfully secured or if problems were encountered. Only one end of the link is required to enter the access code. The other end of the link will automatically adapt and encrypt. If a fault is encountered once a link is secured, MISER will inform of the problem immediately to provide maximum security.

With the optional battery pack MISER is fully portable. The unit can be carried at all times. The battery pack option allows a maximum of eight (8) hours of continuous operation and sixteen (16) hours of standby operation. The unit is small enough and light enough that it may be carried in the pocket.


	Configuration
MISER is an intelligent microprocessor controlled device. The system utilizes state of the art electronic technology as Pyramid’s high-end products for functionality, compatibility, and reliability. The unit is housed in a high-impact enclosure to guaranty it’s integrity even in the most demanding environments.

MISER can be reconfigured to be utilized as a portable battery powered unit for maximum portability. An AC adapter is provided for supplying power to the system, and with the battery pack option, to charge the battery while in use.


	
	Central Office Compatibility

MISER interfaces to the telephone or communication device’s handset. The actual communication device provides the system compatibility to the Central Office in use. For this reason MISER can be used in any DTMF Central Office world wide.

Warranty
MISER carries the same warranty that is given to Pyramid’s high-end products. MISER is an affordable alternative for maximum telephone link security, a high quality, high performance device.

MISER carries a full year standard warranty with labor and parts included. A maintenance contract option is available after the first year of service.
	


	
	
	Technical Specifications

	User Visual Interface
	
	Dual LEDS. Each LED has, GREEN, RED, YELLOW indicators.

	Audio Interface
	
	Single tone, 1004 Hz test band.

	User Physical Interface
	
	Keypad, Provided by telephone in use

	Power Requirements
	
	Domestic: 104 to 132 VAC, 60 Hz (5%

International: 178 to 264 VAC, 50 Hz (5%

	Battery
	
	Rechargeable nickel-cadmium (NiCd), 7V

	Operating Temperature
	
	32( to 122( F (0( to 40( C) ambient

	Storage Temperature
	
	-4( to 158( F (-20( to 70( C)

	Relative Humidity
	
	5 to 95%, non-condensing

	Physical Specifications
	
	Height            1.5” (38.1 cm)

	
	
	Width             2.5” (63.5 cm)

	
	
	Depth             3.25” (82.6 cm)

	
	
	Weight           0.31 lbs (0.14 kg), Without battery option

	
	
	Weight           0.50 lbs (0.23 kg), With battery option

	Compliance/Approvals
	
	US/Canada:    FCC Parts 15A and 68, CSA, CDOC, and UL


All specifications subject to change without notice.
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